
96 kN

Double Jackpad Support

900 x 450 = 237 kN/m²900 x 450 = 237 kN/m²900 x 450 = 237 kN/m²900 x 450 = 237 kN/m²1200 x 650 = 123 kN/m²1200 x 650 = 123 kN/m²1200 x 650 = 123 kN/m²1200 x 650 = 123 kN/m²1300 x 750 = 98 kN/m²1300 x 750 = 98 kN/m²1300 x 750 = 98 kN/m²1300 x 750 = 98 kN/m²1200 x 850 = 81 kN/m²1200 x 850 = 81 kN/m²1200 x 850 = 81 kN/m²1200 x 850 = 81 kN/m²1600 x 1050 = 57 kN/m²1600 x 1050 = 57 kN/m²1600 x 1050 = 57 kN/m²1600 x 1050 = 57 kN/m²1500 x 950 = 67 kN/m²1500 x 950 = 67 kN/m²1500 x 950 = 67 kN/m²1500 x 950 = 67 kN/m²Ground Bearing Capacity
50 mm50 mm50 mm50 mm100 mm100 mm100 mm100 mm150 mm150 mm150 mm150 mm200 mm200 mm200 mm200 mm250 mm250 mm250 mm250 mm300 mm300 mm300 mm300 mmDepth

1000 x 550 = 175kN/m²1000 x 550 = 175kN/m²1000 x 550 = 175kN/m²1000 x 550 = 175kN/m²

maximum safe working load


